
Page 1/4ROGER FIBRE · artduferoger.fr

DCO optical module client

Overview
VCHUNG's QSFP-DD DCO is a high-performance digital coherent optical module
designed for long-reach transmission in metro, access, and Cloud/DCI applications. It
supports 100G/400Gbps data rates with flexible client-side interfaces (100/400GbE,
OTU4) and line-side FEC options. CFP2-DCO-400G-D is CFP2 form factor coherent
pluggable module compliant to the CFP MSA CFP2 hardware specification, based on
DP-mQAM modulation, polarization diversity coherent intradyne detection and
advanced electronic link equalization. On the host side, the module can
accommodate a variety of. Cisco offers a comprehensive range of pluggable optical
modules in the Cisco ONS pluggables portfolio. The wide variety of modules gives you
flexible and cost-effective options for all types of interfaces. Cisco offers a range of
GBIC, SFP, XFP, SFP+, CXP, CFP, Cisco CPAK, and QSFP+ pluggable. Cisco ® QSFP28
100G ZR extends 100GbE coherent links from QSFP28 ports reaching up to 80km
over dark fiber and up to 300km over amplified Dense Wave Division Multiplexing
(DWDM) links. The Cisco QSFP28 100G ZR module expands the portfolio of digital
coherent optics (DCO) modules to connect QSFP28. Support for Ethernet/OTN clients,
and line-side transmission of 100Gbps QPSK modulation up to 400Gbps 16QAM
Supports an expansive list of interoperability modes including OpenROADM MSA,
CableLabs, and the Optical Internetworking Forum (OIF) Supports DCI, access
aggregation, wireless 5G backhaul. This document describes the product
specifications for coherent 400G CFP2 DCO modules based on dual polarization
quadrature amplitude modulation (DP-16QAM) or probabilistic constellation shaping
quadrature amplitude modulation (PCS-16QAM) supporting extended C-band,
polarization diversity coherent. Nokia's 400G multi-haul coherent modules
(CFP2-DCO) provide the capacity and optical reach of coherent optics in a flexible,
small-sized CFP2-DCO module.
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CFP2-DCO-400G-D Data Sheet | FS

CFP2-DCO-400G-D family operates as either an Ethernet/OTN
transceiver/Transponder or an Muxceiver/Muxponder aggregates up to 4x 100G or 2x
200G at the Host/Client interface up to its

Cisco Digital CFP2-DCO Coherent Optical Module Data

These small, modular optical interface transceivers offer a convenient and cost-
effective solution for an array of applications in the data center,

Cisco QSFP28 100G ZR Digital Coherent Optics Module

This DCO module is tunable across C-band. The module is compatible with widely
deployed ports of QSFP28 100G and 100GBASE ER CAUI-4 client interfaces. Its
maximum operating power range is

Coherent 400G CFP2 DCO Module Preliminary Product Specification

This allows module to support three interfaces: an independent four 2-Lane mode
client interfaces (for 4*100GbE), or a single 8-lane client interface (1*400GbE
application).

Nokia 400G multi-haul coherent module

The latest generation of Nokia 1830 Photonic Service Switch (PSS) transponders and
OTN switch interfaces incorporate the new 400G multi-haul CFP2-DCO module,
enabling cost-effective, efficient

400G/300G/200G QSFP-DD Digital Coherent Optics transceiver

Multiple 100G clients can be multiplexed onto a single 200G, 300G, or 400G line side
interface. The transceiver module is compliant to the CFP MSA CFP2 Hardware
Specification, with extensions

400G CFP2-DCO Optical Module

Support 192.15~194.675THz frequency adjustable. Max. Performance figures, data
and any illustrative material provided in this data sheet are typical and must be
specifically confirmed in writing by 3C

QSFP-DD DCO

VCHUNG''s QSFP-DD DCO is a high-performance digital coherent optical module
designed for long-reach transmission in metro, access, and Cloud/DCI applications. It
supports 100G/400Gbps data
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Growing the Network with 400 Gbps Coherent Pluggable Optics

Knowledge is Get key familiar to defined with Digital the Coherent right engineering
Optics pluggables. solution. As interface speeds continue to get faster, eventually
DCO will be required alsmot

CFP2-DCO-400G-D Data Sheet | FS

Interface Definition The CFP2 module contains a PCB with a 104-contact card-edge
electrical interface to external Host/Client-side logic compliant to OIF-CFP2-DCO-01.0.
The network lane interface is a

400G CFP2 DCO Optical Transponder

General The 400G CFP2-DCO coherent optical module uses a 104-pin CFP2-MSA
electrical connector for connecting the host card. Figure1-1 shows the picture of this
module.

400G CFP2 DCO | GIGALIGHT

The optical module consists of three functional parts: TX module, RX module and
control module. All the control interface pins are provided by an internal
microcontroller. This microcontroller can also be

Managing Digital Coherent Optics in Routers

Optics QSFP-DD56 - best port density, excellent power/thermal profile Various
reaches, Silicon Photonics and Digital Coherent Optics (DCO)

Cisco 400G Digital Coherent Optics QSFP-DD Optical Modules

Cisco offers a comprehensive range of pluggable optical modules in the Cisco®
pluggables portfolio. The wide variety of modules gives you flexible and cost-effective
options for all types of interfaces.

Integrated Testing Simplifies DCO Complexities

With client optics, the firmware is relatively simple and easy to understand and
debug, but the considerable complexity of the coherent DSP and

BRKOPT-2699

800G Optical Modules: QSFP-DD or OSFP 51.2T, 64 port, 800G in 2RU Stacked cages
(two modules) Both above and below the linecard Showing two modules inserted into
upper and lower ports in a

ONT 800G FLEX DCO Module

© 2026 ROGER FIBRE ATELIER - All rights reserved



Page 4/4

Overview The VIAVI 800G FLEX DCO Module provides a wide range of critical test and
measurement capabilities that manufacturers need to design and validate pluggable
digital coherent optical

Cisco 400G Digital Coherent Optics QSFP-DD Optical Modules Data

Some network operators chose to take a different approach at 400G upon recognizing
the lessons learned from the efforts at 100G. In late 2016, these network operators
and a few vendors

Contact Us

Continue your research online:

Website: https://artduferoger.fr
Technical inquiry: https://artduferoger.fr/contact.html

This document is for preliminary research. Verify specifications against current
standards, product documentation and project requirements.
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